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Introduction

This document describes the graphic user interface (GUI) of the CRD-19-E4 AdminTool
and is designed to explain by graphic examples the functions of this configuration and
administration software utility. AdminTool can be accessed via URL http://IP-
address:9876 or http://C19E4<Device Serial Number>:9876.

Login Screen

When the CRD-19-E4 device is plugged in and connected to the network, open an
Internet Explorer browser window and enter the following into the URL area and press
enter.

http://IP-address:9876 (or http:// C19E4<Device Serial Number>:9876)

Login Screen will be presented.

Connect to c19e4 000260
CRD-19-E4
User name: Iﬁ adin j
Password: I

[~ Remember my password

Ik I Cancel |

The default User name and Password are admin/password. Click “OK” to continue.
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Home Page

This page displays the current settings and configuration being used by the
system. For example, if the CRD-19-E4 device is set for DHCP, the IP Address area
will display the DHCP IP address received from DHCP server.

The Uptime area displays the duration since the last power cycling of the device, which
is calculated and displayed as the number of days with the format xxxx, and hours
updated per second with the format xx:xx:xx (<hours:minutes;second>).

OBRTICON always scanning for new ID's

Home Identification
ldentification Device Model: ZED-19-E4
Network Settings DEui[Ee Hame: CIQ_EADDIZIE&D
Domain Name: opticon.comm
Desice Systern Location: wnspecified
1SE Ports Metwork Cunfiguratiun
System Admin. Mac Address: 00:10:90:B0:44:CB
e IP Address: 192.16%.101.101 Drymarnic 1p nsed
Aduin Settings Subnet Mask: 255.255.255.0 F
Firmware Update Gateway: 192.168.101.3
Reports & Stats WINS: 192162101 .4 0ooo
DNS: 152.162.101.4 oooo
USB Ports
IP Group: Defanlt [F Group
System
Serial Humber: Q002a0
Option Key: SEHFEF
Uptime: 0 days, 0:1:22
Copyright © 2007-2008 Clarinet Svstemns, Inc,
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Identification

ORTICON always scanning for new 1D's

Home Identification |
Identification Device Name: [C13E4000260
Network Seitlings :
Domain Name: [opticon. com

Device

USE Borts System Location: [unspecified
System Admin.

Admin Settings PRy

Firmware Update
Reports & Stats

Copyrght © 2007-2008 Clanmet Svstems, Inc,

The Identification page displays the stored Device Name setting for the device. The
user can modify the fields and click on Apply to have the new settings saved into the

system. All modifications will take effect only after ~ APBI¥  and “System Restart” are
selected on the Admin Settings page or the unit is power cycled.

The following box will be prompted once = A#Rl¥ s clicked.

Windows Internet Explorer [E|

'E Your requesk has applied successfully.
)

ou muskt reboot swskem For the new settings to take effect.

The page will be refreshed once is clicked
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Network Settings - Device
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Home Metwork Settings- Device
Identification SiaticiP
Network Settings @ Static IP ¢ DHCP Client

Device

USE Poris P: 1oz | Jies . Ji01 . [101
System Admin, Subnet mask: [255 | . [z55 |55 o

Addmin Settings

. Gateway: [192 . [165 . [101 |3

Firmware Update

Reports & Stats VWINS 1: 192 . [168 . [101 . f4

WHNS2: o jo fjo o

DHS 1: 192 . |166 . J101 . [4

DNS2[0 o .o .o

Copyrght © 2007-2008 Clarinet Systems, Inc.

The Network Settings - Device page displays the stored network-related settings for
the device. The user can modify the fields and click on Apply to have the new settings

saved into system. All modifications will take effect only after ~ APP¥  and “System
Restart” are selected on the Admin Settings page or the unit is power cycled.

The following box will be prompted once =~ ARl s clicked.

Windows Internet Explorer [E|

' Your requesk has applied successfully.,
[} You must reboot syskem For the new settings to take effect,

The page will be refreshed once is clicked.
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Network Settings — USB Ports

OBRTICON always scanning for new ID's

Home Metwork Settings- USB Ports

Identification Defauit IP Group

Network Settings % Default IP Group T Alternative IP Group
Device
USE Ports

System Admin.
Admin Settings

Apply

Firmware Update
Reports & Stats

Copyright © 2007-2008 Clarinet Systems, Inc.

The Network Settings — USB Ports page displays the Default IP Group or Alternative
IP Group settings for USB ports. The user can modify the fields and click on Apply to
have the new settings saved into flash memory. All modifications will take effect only

after  APRY  and “System Restart” are selected on the Admin Settings page or the
unit is power cycled.

The following box will be prompted once = APPl¥ s clicked.

Windows Internet Explorer [E|

' Wour reguest has applied successfully,
'3 You must reboat swskem Far the new setkings ko kake effect,

The page will be refreshed once is clicked.
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System Admin. — Admin Settings

OBRTICON always scanning for new [D's

Home Administration |
Identification Administrator Name: Iadmin
Network Settings

Desice Old Password: I
USE Ports Hew Password: I

System Admin.

Admin Settings Password Confirmation: I

Firmware Update System Restart:  yes * No
Reports & Stats

Restore Factory Default: ¢ Yes * No

Apply

Copynght © 2007-2008 Clarinet Svstems, Inc.

The Administration page provides administration configuration for the device. The
user can modify the fields and click on Apply to have settings saved into flash memory.
New Password/Password Confirmation, System Restart, and Restore Factory Default

will take effect after ~ APPI¥ s selected, without the need of selecting “System
Restart” on the Admin Settings page or power cycling. Only one action at a time: either
“System Restart” or “Restore Factory Default” can be selected as “Yes”.

The following box will be prompted once = A#Bl¥ s clicked to change password.

L] : Passwd changed successfully!
L]
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System Admin. - Firmware Update

OBTICON always scanning for new 1D's

Home Firmware Update |
Identification Firmware Yersion: 04.0002 20,2008

Network Settings Image File: | Browse... |
Device

USE Poris Apply
System Admin.

Admin Settings
Firmware Update
Reports & Stats

the suffix of firrware file is * tngl please choose the corect filel

Copyrght © 2007-2008 Clannet Systems, Inc.

The Firmware Update page allows the user to update the device with updated
firmware. The new firmware will take effect only after “SYSTEM RESTART” on the
Admin Settings page is selected or upon power cycling.

The following box will be prompted once update is complete (~65 seconds after

Apply s clicked), then followed by System Restart which will take another 25
seconds to finish.

Microsoft Internet Explorer |E|

L] ':‘ Your request has applied successfully.,
. ]

Caution: please don't power cycle or reset the device during Firmware Update.
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Reports & Stats

OBRTICON always scanning for new ID's

Home Event Logs
Identification -—_
Network Settings 0 days 000000 Power Up. o
Derice |1 0days 000000 Power Up.
USB Ports il 0days 000000 Power Up.
System Admin, r Odays033:35  Ethemet Disconnected.
Adhmin Seftings i O days 000000 Power Up.
) 5 0 days, 0330 Fesuree Factory Defanlt by Soft Reset Button.
Firmuare Update 4 0 days,0:30:56 Gystern Festart.
Reports & Stats B D days 03042  [Usbport Setting Changed.
] O days0:30:37  Change to Static IP.
i 0O days 000000 Power Up. |
Clear Event Log

Copyright © 2007-2008 Clannet Systems, Inc.

The Reports & Stats page provides the user Event Logs with information about the
device status. Selecting “Clear Event Log” will reset the Event Logs and take effect
after clicking, without the need for selecting “SYSTEM RESTART” on Admin Settings
page or power cycling. One hundred latest events will be kept. Event number will
restart after power up, System Restart, and Restore Factory Default.

The following box will be prompted once “Clear Event Log” is clicked.

-,

Windows Internet Explorer E

? ) Do you want to dear event log?

| ok || cancel |

The page will be refreshed once is clicked.
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